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COMPANY INTRODUCTION

PULI INDUSTRIAL CO., LTD. Is a professional manufacturer for tyre
repair & service equipments and tools. Our products range including:Tyre
Spreader Series, Tyre Test Tank Series, Tyre & Wheel Lift Series, Wheel
Dolly Series, Tyre Inflation Cage Seriese, Tyre Repair Cabinet Series and
etc.

Our products have been produced based on the ISO9001-2000 International
quality control system and most of our products have passed CE Approval
Certification.

Our products have been exported to more than 30 countries and regions in
the world. We supply our customers a 24 hours prompt reply for service -
after-sales purpose. Also we can supply our products with a stable quality,
competitve price, on-time delivery, fast action for service and etc.

Our aimistobe aprofessional manufacturer of tyre repair and service
equipments in China!
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AIR OPERATED TRUCK
TIRE SPREADER (WITH LYING BASE)

PL-S825S

FEATURES
* The Air Powered Tire Spreader(With Lying Base) is designed for tire fix,

spread and lift when repairing truck tires. The available operations include

tire inspecting, cutting, buffing, dust suctioning, inserting tubes and patching.
# The wider platform offers more stable work surface. The adjustable light

increases visibility inside the tire. All makes the repairing work more quickly and

conveniently.

FULLY ADJUSTABLE LIGHT ARMS & TIRE LIGHT EXPANSION SIZE BEFORE SPREADING TIRE AFTER SPREADING TIRE
ADJUSTMENT
- @
00 , %
AIR FILTER AND HAND CONTROL VALVE WORK LIGHT SIMPLE OPERATION WITH CYLINDER
LUBRICATOR JOYSTICK
CONTROLS AND TOOL
TRAYS

SPECIFICATION
MODEL ~ VOLTAGE  AIRPRESSURE APPLYTOTIRE N.W.(KG) G.W.(KG) CARTON SIZE
PL-S825 220/110V 50/60HI 8-12KG/CM® MAX.18R/22.5" 133KG ~ 153KG  1240X820X760MM

AIR OPERATED CAR
TIRE SPREADER (WITH STAND BASE)

PL-S271S

FEATURES
* The Air Powered Tire Spreader (With Stand Base) is designed for tire fixing,

spreading when repairing car tires. The available operations include
tire inspecting, cutting, buffing, dust suctioning, inserting tubes and patching.

* The wider platform offers more stable work surface. The adjustable light
increases visibility inside the tire. All makes the repairing work more quickly and

conveniently.

- [

FULLY ADJUSTABLE LIGHT EXPANSION SIZE FOOT CONTROL BEFORE SPREADING TIRE AFTER SPREADINGTIRE
ADJUSTMENT OPERATION

FOOT CONTROL VALVE AIRFILTER & LUBRICATOR ~ WORK LIGHT CYLINDER TOOLTRAYS

SPECIFICATION
MODEL ~ VOLTAGE  AIRPRESSURE APPLYTOTIRE N.W.(KG) G.W.(KG) CARTON SIZE
PL-5275 220/110V 50/60H 6-10KG/CM* 145-275 59KG  73KG 575X575X990MM

PULIMACHINERY CO., LTD. 05/06



MANUAL VERTICAL CAR
TIRE SPREADER

PL-M271S

FEATURES
# 360° Swivel Top.

* Adjustable tire spreaders.
# 4 tilt settings.

s Suit for cars and light trucks.

SPECIFICATION

MODEL APPLYTOTIRE N.W.(KG) G.W.(KG) CARTON SIZE

MANUAL DESK
TIRE SPREADER

PL-MB271S

Designed for passenger cars and light truck tires, this tire

spreader fits directly over the central post of most tire changers,

and can be operated on the worktable directly.

PL-4271S

i)

TILT SETTINGS LOCKING DEVICE TOOL TRAYS(OPTIONAL) TIRE EXPANSION STATE

128YsY

SPECIFICATION

Model Airpressure  Apply to tire
PL-A275 6-8KG/CM”  100-350
SPECIFICATION
MODEL AIR PRESSURE APPLYTOTIRE N.W.(KG) G.W.(KG) CARTON SIZE
PL-M275 6-10KG/CM”* 145-275 25KG 35KG 350X350X1020MM

PULIMACHINERY CO., LTD. 07 /08

PL-MB275 145275 7KG 8.5KG  640X160X160MM
PORTABLE AIR
OPERATED TIRE SPREADER



TYRE & WHEEL LIFT

AIR OPERATED
TIRE & WHEEL LIFT

PL-LIOO

AIR OPERATED
TIRE & WHEEL LIFT

PL-L200

PL-L100 DIMENSION

4_4ﬂ 1850mm
£=

830mm

1210mm

SPECIFICATION
Model Airpressure  Apply totire
PL-L100 6-8KG/CM* 65KG
PL-L200 8-10KG/CM* 65KG

PL-L200 DIMENSION

\
” 1850mm

. =

830mm

Prm— -

1300mm

N.W.(kg) G.W.(kg) Carton Size

260X1880X220MM
48K G 66KG 460X1060X280MM

260X 1880X220MM
48KG 66KG 460X1060X280MM

PULIMACHINERY CO.,LTD. 09/10



MOBILE TIRE & WHEEL LIFT(PNEUMATIC)
(AMERICAN STYLE)

PL-LMIOO

Tool Box

MOBILE TIRE & WHEEL LIFT
(EUROPEAN STYLE)

PL-LMIOOA

Dimension

LS )
il m
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Dimension

SPECIFICATION

MODEL  AIRPRESSURE APPLYTOTIRE MAXLIFINGHEIGHT N.W.(KG) G.W.(KG)  CARTON SIZE
PL-LMI00  8-10KG/CM> 65KG geaney | 72,0058 | 775058 | (Sl i

SPECIFICATION

MODEL  AIRPRESSURE APPLYTOTIRE MAXLIFINGHEIGHT N.W.(KG) G.W.(KG)  CARTON SIZE
PL-LMIOOA  8-10KG/CM? 65KG g | 72,0056 | 77,9058 | (i

PULIMACHINERY CO.,LTD. 11/12



MOBILE TIRE & WHEEL LIFT(PNEUMATIC)
(EUROPEAN STYLE)

PL-LMIOOB

- H s
680
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Dimension

SPECIFICATION

MODEL AIR PRESSURE APPLYTOTIRE MAXLIFTINGHEIGHT N.W.(KG) G.W.(KG) CARTONSSIZE

PL-LMIOOB  8-10KG/CM’ 65KG 1060MM 78.50KG 83.50KG  Ho9nxoonsaomt

PULIMACHINERY CO.,LTD. 13/14



AIR OPERATED TIRE TEST TANKS

PL-T&80

Air Filter & Lubricator

Tire test tank for inner tubes or tubeless tyres up
to 680mm diameter and 260mm width.

Pneumatic device equipped with handle pole to control
cylinder up & down inside epoxy treatment.

SPECIFICATION
MODEL  AIRPRESSURE MAXTREDIAZWDIH N.W.(KG) G.W.(KG) ~ CARTONSIZE
PLT680  6-8KG/CM® 680MM;260MM 72KG  100KG  920X920X580MM

AIR OPERATED TIRE TEST TANKS

PL-T820

Tire test tank for inner tubes or tubeless tyres up
to 820mm diameter and 340mm width.

Air Filter & Lubricator Pneumatic device equipped with handle pole to control
cylinder up & down inside epoxy treatment.

SPECIFICATION
MODEL  AIRPRESSURE MAXTREDIAGWIDTH N.W.(KG) G.W.(KG) ~ CARTON SIZE
PLT820  6:8KG/CM” 820MM;340MM 90KG  127KG  1100X1120X670MM

AIR OPERATED
TRUCK TIRE TEST TANKS

PL-TISS0O

Air Operated Truck Tire Test Tanks(with lift)
Efficient,safe and convenient testing of car,truck,tractor and
EM tubeless tires as well as inner tubes.The mobile

lift which can lift pallets up to 600 kg(with optional forks)

can be detached from the test tank.

SPECIFICATION
MODEL  AIRPRESSURE MAX.WHEELDIAMETER MAXWHEELWIDTH N.W.(KG) G.W.(KG)  CARTON SIZE

PL-TI350  6-12KG/CM® 1350MM 500MM 245KG 280KG 760X1520X930MM

PULIMACHINERY CO,,LTD. 15/16



WHEEL DOLLY

PL-T3004

SPECIFICATION

MODEL  MAXCAPACIYWEIGHT APPLY TOTIRE N.W.(KG) G.W.(KG) CARTON SIZE
WHEELIESINRECARRIERIDOLLN PL-T300A  300POUNDS  36-48KG 12KG 14KG 750X200X 150MM
WHEEL DOLLY

PL-T300

SPECIFICATION
MODEL  MAXCAPACTYWEGHT APPLYTOTIRE N.W.(KG) G.W.(KG) CARTON SIZE
PL-T300  300POUNDS  36-48KG 8KG 10KG 820X580X 180MM

PULIMACHINERY CO.,LTD. 17/18



WHEEL DOLLY

PL-TS00O

SPECIFICATION
MODEL ~ CAPACITY PRODUCTSIZE ~PACKAGESIZE GROSSWEIGHT ~NETWEIGHT

PL-T500 1 TON 1040X1090X890MM ~ 1160X900X160MM 75KG 68KG

OTR WHEEL DOLLY
| PL-T&00

=

L\k;r

-

SPECIFICATION

MODEL CAPACITY LIFTINGHEIGHT PRODUCTSIZE PACKAGESIZE CGROSSWEIGHT NETWEIGHT QTY/20'CY QTY/40'CY
PL-T500  1.2TON 0~760MM  1270X990X1340MM 1310X1040X320MM  157KG 118KG 54PCS 108PCS

TIRE CARRIER DOLLY

PL-T250

400 mm
I
1800 mm
This dolly is muti-function, which is good in displaying and tranporting for all -]
passenger car tires.
SPECIFICATION e :
1800 mm 100mm 500mm 100mn

MODEL DIMENSION N.W.(KG) G.W.(KG)  CARTONSIZE

PL-T250 700X1800X2350MM  44.5KG 50KG  1820X660X120MM

TIRE CARRIER CADDY

PL-THOO

Thanks to its jaws and its easy manoeuvrability,
itallows a pile of tires to be loaded without having to
touch them by hand. Caddy allows easy transport

of truck tires in total safety.

SPECIFICATION
MODEL STACKHIGH DIMENSION  N.W.(KG) G.W.(KG)  CARTON SIZE
PL-T400  1500MM 850X600X1530MM  17KG  21KG  1500X640X240MM

PULIMACHINERY CO.,LTD. 19/20




OTHER TYRE SERVICE TOOLS

DESCRIPTION
By using simple principles of leverage, the Bead Saver System actually
works with the tire and rim to do the work for you, in less time, with less
strain, at a fraction of the cost of tire changing machines. The Bead
Saver System mounts and dismounts all tubeless truck tires from 17.5”
up to 24.5” and all super singles. Its the safest, fastest, and easiest way
everinvented to change tubeless truck tires—-guaranteed not to damage
tire beads.

There are two versions of the Bead Saver System in order to
accommodate all tubeless tires. The standard version of the Bead Saver
System is recommended for all standard sized tubeless truck tires. The
deluxe version of the system may be necessary for super singles and
wide based tires, as well as all problematic tires.

BEAD SAVER SYSTEM

PL-CIO00

BEAD BOOSTER

PL-CI200

The Bead Booster has turned one of the most frustrating and time
consuming jobs in the tire shop into one of the quickest and easiest.
Simply fill the Bead Booster to the necessary pressure, aim the barrel
between the tire bead and wheel flange, and release the manual valve
in order to allow a blast of air to set the bead.

This unit will work on all light truck, RV, large truck, and some agricultural
tires. The Bead Booster is completely portable and compact for carrying
on a service truck.

PULIMACHINERY CO., LTD. 21 /22



TIRE REPAIR CABINET

PL-R200

This cabinet is for tire patching material and tools.
You can work on this cabinet workbench which
provided with two-shelf clapboard and tool clapboard.

SPECIFICATION

MODEL DIMENSION N.W.(KG) G.W.(KG) CARTONSIZE
PL-R200 1500X690X2050MM  115KG 150KG  1520X750X410MM

TIRE REPAIR CABINET

PL-R2IO

This cabinet is for tire patching material and tools.
You can work on this cabinet workbench which
provided with two-shelf clapboard and tool clapboard.
This tool cabinet volume is small and convenient to put.

SPECIFICATION

MODEL DIMENSION N.W.(KG) G.W.(KG)  CARTONSIZE

PL-R210 1070X570X580MM 59KG 74KG  1020X560X410MM

SPECIFICATION

MODEL
PL-R100

DIMENSION
1500X690X2050MM

N.W.(KG) G.W.(KG)

18KG

22KG

TIRE REPAIR CABINET

CARTON SIZE
420X280X1170MM

PL-RIOO

PULIMACHINERY CO., LTD. 23/24



BEEHIVE PORT CABINET TRUCK TIRE INFLATION CAGE \
PL-Q4HO PL-T200
SPECIFICATION
MODEL  HANDLESTIRES UPTHRU DIMENSION  N.W.(KG) G.W.(KG) CARTON SIZE
_— PL-200
PL-200

11"-22"(37"DIA.) 19.5X21.75X37.5MM ~ 57.5KG 73KG  1060X580X330MM

»
»

PL-300
SPECIFICATION

MODEL HANDLESTRESUPTHRU ~ DIMENSION  N.W.(KG) G.W.(KG) CARTON S SIZE
PL-300  11"-24"(47"DIA.) 19.5X21.75X50MM 72KG 88KG  1360X760X330MM

»
»

This cabinet is wall type with porous designing
which can put categorically by weights. valve core

or others.
This caddy takes a little room and using conveniently.

SPECIFICATION

I
1

MODEL N.W.[KG) G.W.(KG) CARTON SIZE
PL-Q40  9KG  10.5KG 620X620X140MM me = ]
= PL-H00
WEIGHT TRAY DOLLY SPECIFICATION

MODEL  HANDLESTRESUPTHRU  DIMENSION N.W.(KG) G.W.(KG) CARTONSIZE
PL-400  12"-24"(50'DIA.) 28X22X50MM  101KG 120KG  1360X760X400MM

»
»

This weight tray dolly is a mobile caddy with porous
designing which can put categorically by weights&valves.

It is convenient to move anywhere.

SPECIFICATION

MODEL HANDLESTRESUPTHRU ~ DIMENSION N.W.(KG) G.W.(KG) CARTON S SIZE
PL-500 12"-24"(50"DIA.) 36X22X50MM 129KG 150KG  1360X760X470MM

NN

= SPECIFICATION
U MODEL N.W.(KG) G.W.(KG) CARTON SIZE

SPECIFICATION

MODEL HANDLESTIRESUPTHRU ~ DIMENSION N.W.(KG) G.W.(KG) CARTONSIZE

PL-Q80
48KG  52KG 1390X410X410MM PL-600  12"-24"(50'DIA.) 41X30X54MM  194KG  215KG  1400X1050X310MM

PULIMACHINERY CO., LTD. 25/26



STRUT SPRING COMPRESSOR TOOL CABINET

PL-TOI PL-C300

SPECIFICATION
MODEL  N.W.[KG) G.W.(KG) CARTON SIZE
PL-TOI 36KG  38KG 700X330X230MM

The single post structure can adjust different height of
Spring strut compressor’ s working.

The fastening device on hook-spring holder

can be adjusted to different diameter

or thread pitch of spring.

That tube holder can hold any diameter tube, also can
automatic locationing after holding tightly.

SPECIFICATION

MODEL N.W.(KG) G.W.(KG) CARTON SIZE
DOOR CHANGING PL-C300  20KG  24KG 750X410X210MM
PL-TO2 TOOL CABINET
SPECIFICATION SPECIFICATION
MODEL TOTALWIDTH DEPTH DEPTHOFDOOR SUPPORT EFFECTIVEFIXINGWIDTH ADJUSTMENTWIDTH N.W.(KG) G.W.(KG)  CARTON SIZE MODEL N.W.(KG) G.W.(KG) CARTON SIZE
PL-T02 650MM  565MM 280MM ~380MM 650~1.000MM 22KG  25KG  800X580X180MM PL-C310  26KG 28KG 750X410X290MM

PULIMACHINERY CO., LTD. 27 /28



HYDRAUL 1C JACK

HYDRAUL 1C JACK

This product is designed under the principle of air and liquid pressurization combining flexible hydraulic cylinder, is a new style and compact
pneumatic hydraulic lift equipment, featuring by heavy lifting tonnage, easy operation, high efficiency, application to various fields especially in
maintenance of automobile and tractors etc.Key components are imported, and refined by special technique. In this way, it has significantly
enhanced products' performance and prolonged life. Supported by firm and durable roller with gear lever selection, the equipment to be

This product is designed under the principle of air and liquid pressurization combining flexible hydraulic cylinder, is a new style and compact
pneumatic hydraulic lift equipment, featuring by heavy lifting tonnage, easy operation, high efficiency, application to various fields especially in
maintenance of automobile and tractors etc.Key components are imported, and refined by special technique. In this way, it has significantly

maintained will be instantly lifted to the desirable position.

SPECIFICATION
MODEL NO
CAPACITY
WORKING AIR PRESSURE
MIN.HEIGHT
LIFTING HEIGHT
EXTERSION HEIGHT
RATED PRESSURE
PACKAGE
N.W./G.W.

CARTON SIZE

SPECIFICATION

MODELNO
CAPACITY

WORKING AIR PRESSURE
MIN.HEIGHT

LIFTING HEIGHT
EXTERSION HEIGHT
RATED PRESSURE
PACKAGE

N.W./G.W.

CARTON S SIZE

$25-2J

25T/10T

0.6-0.8MPA

185MM

25T:91MM; 10T:187MM
75MM+45MM

32MPA
1PCS/2CARTON
56/58KGS

MAINBODY:86 x35x31CM
CONTROLLEVER:145x 32X 8CM

S40-2J

40T7/20T

0.6-0.8MPA

210MM

40T:95MM; 20T:185MM
75MM+45MM

32MPA
1PCS/2CARTON
68/70KGS

MAINBODY:86*35*31CM
CONTROL LEVER:145*32*8CM

§30-2JL

30T/15T

0.6-0.8MPA

170MM

30T:73MM; 15T:65MM
75MM+45MM
32MPA
1PCS/2CARTON

47 /49K GS

MAIN BODY:86*35*31CM
CONTROL LEVER:145*32*8CM

S40-2JL

40T7/20T

0.6-0.8MPA

170MM

40T:70mm; 20T:62mm
75MM+45MM
32MPA
1PCS/2CARTON
53/55KGS

MAIN BODY:86*35*31CM
CONTROL LEVER:145*32*8CM

S$30-2JH

30T/15T

0.6-0.8MPA

210MM

30T:100MM; 15T:20MM
75MM+45MM

32MPA
1PCS/2CARTON
50/52KGS

MAINBODY:86*35*31CM
CONTROL LEVER:145*32*8CM

S40-2JH

40T7/20T

0.6-0.8MPA

210MM

40T:100MM; 20T:90MM
75MM+45MM

32MPA
1PCS/2CARTON
56/58KGS

MAINBODY:86*35*31CM
CONTROL LEVER:145*32*8CM

enhanced products' performance and prolonged life. Supported by firm and durable roller with gear lever selection, the equipment to be
maintained will be instantly lifted to the desirable position.

SPECIFICATION

MODELNO
CAPACITY

WORKING AIR PRESSURE
MIN.HEIGHT

LIFTING HEIGHT
EXTERSION HEIGHT
RATED PRESSURE
PACKAGE

N.W./G.W.

CARTON SIZE

SPECIFICATION

MODELNO
CAPACITY

WORKING AIR PRESSURE
MIN.HEIGHT

LIFTING HEIGHT
EXTERSION | EIGHT
RATED PRESSURE
PACKAGE

N.W./G.W.

CARTONSIZ =

$50-2J

50T/25T

0.6-0.8MPA

235MM

S50T:117MM; 25T:222MM
75MM+45MM

32MPA
1PCS/2CARTON
78/81KGS

MAIN BODY:86*35*31CM
CONTROLLEVER:145*32*8CM

§70-3J
70T/40T/20T
0.6-1.0MPA

180MM

70T:71mm:; 40T:144mm;
20T:228mm

75MM+45MM
32MPA
1PCS/2CARTON
75/77KGS

MAINBODY:86° 35*31CM
CONTROL LEVER:145*32*8CM

$50-3J
70T/40T/20T
0.6-1.0MPa

180MM

70T:73mm; 40T:143mm;
20T:228mm

75MM+45MM
32MPA
1PCS/2CARTON
75/77KGS

MAIN BODY:86*35*31CM
CONTROL LEVER:145*32*8CM

$80-2J

80T/50T

0.6-0.8MPA

220MM

80T:111MM; 50T:204MM
75MM+45MM

32MPA

1PCS/2CARTONM
119/112KGS

MAIN BODY:10( *43*35CM
CONTROL LEVER 145*32*8CM

$70-2J

70T/40T

0.6-0.8MPA

220MM

70T:100mm; 40T:196mm
75MM+45MM

32MPA

1PCS/2CARTON
83/85KGS

MAINBODY:86*35*31CM
CONTROL LEVER:145*32*8CM

PULI MACHINERY CO., LTD. 29/30



SAVE LABOR WRENCH SAVE LABOR WRENCH
WITH SOCKETS. WITH SOCKETS.

PL-23!6

UNIVERSAL CLIP-ON STEEL WEIGHTS FOR ALLOY RIM UNIVERSAL CLIP-ON STEEL WEIGHTS FOR STEEL RIM
MODEL NO.: FE-319 MODEL NO.: FE-329

\ . ‘ \

- L | 2| \ ‘AW r r B B l\ \\P . | |
SR R EEREEYT 1 an Bat2n B B W by g P e e
SPECIFICATION ! Hl «Pinlﬂ/-ol‘fb | ||[AH[U[U o 0SS0 oA Sl
g I = I 1 I B O I A O | T . g 1B |z Lol ‘ |
MODELNO PROPORTIONMENT OUTPUTTORQUE MAXTORQUE WORKINGTORQUEN/M DIMENSION PER CARTON (CM) G.W/NM. (KG/SET) INNER PACKAGE EXTERNALPACKAGE GTY INBOX(PCS) QIY(PCS)/20'FT o | [°f ,L'_ N I & .‘l J / 5 f‘l o
PL-2313 1:16 1:23 2300N/M  320N/M For Cars 36*20*20 2.5/1.5 BAG CARTON 12 3300 R | - |
PL-2316 1:16 1:23 2300N/M  320N/M For Cars 36*20*20 3.0/2.0 PLASTICCASE CARTON 3 2900 - |

SAVE LABOR WRENCH(STANDARD IN LENGTH) SAVELABORWRENCH(LENGTHEN )
WITH ONE®33MM AND ONE® 32MM SOCKETS.  WITH ONE®33MM AND ONE® 32MM SOCKETS.

PL-18I6 Back- side hpto
UNIVERSAL CLIP-ON STEEL WEIGHTS FOR ALLOY RIM UNIVERSAL CLIP-ON STEEL WEIGHTS FOR STEEL RIM
MODEL NO.: FE-319B MODEL NO.: FE-329B

SPECIFICATION

MODELNO PROPORTIONMENT OUTPUTTORQUE MAXTORQUE WORKINGTORQUEN/M  DIMENSIONPER CARTON (CM) G.W/NM. (KG/SET) INNER PACKAGE EXTERNALPACKAGE QTY INBOX(PCS) QIY(PCS) /20'FT

PL-7816 1:16 1:23 2300N/M  1200N/M For trucks 38%27.5%22 8.3/7.4 PLASTICCASE CARTON 3 2505 SPECIFICATION
PL-2416 1:60 1:42 4200N/M  1200N/MFor frucks 40*32*22 9.5/8  PLASICCASE CARTON 3 2505 Coated with polymer wheel protector coating for enhance appearance applications.
SAVE LASOR WRENCH (REGULATING THE SPEED)
TOOL BOX WITH ONE ®33MM AND ONE®32MM SOCKETS, = 10 100
10G +1G g
15G +1G 100
20G +1G 100
25G +2G 100
30G +2G 100
35G +2G 50
40G +2G 50
45G +3G 50
50G +3G 50
SPECIFICATION =2 REE 50
MODELNO PROPORTIONMENT OUTPUTTORQUE MAXTORQUE WORKINGTORQUEN/M DIMENSIONPER CARTON (CM) G.W/N.W. (KG/SET] INNER PACKAGE EXTERNALPACKAGE QY INBOX(PCS] QTY(PCS) /20T 60G +3G 50

PL-1216 1:65 1:42 4200N/M  1800N/M Fortrucks ~ 40%*30.5%*24.5 9.6/8.9 PLASTIC CARTON 3 231115
PULIMACHINERY CO., LTD. 31/32



UNIVERSAL CLIP-ON ZINC WEIGHTS FOR ALLOY RIM
MODEL NO.: ZN-179

UNIVERSAL CLIP-ON ZINC WEIGHTS FOR STEEL RIM
MODEL NO.: ZN-189

o € € UDJU \!_1 }J o {,J { ] J " .J. 1

UNIVERSAL CLIP-ON ZINC WEIGHTS FOR ALLOY RIM
MODEL NO.: ZN-179B

UNIVERSAL CLIP-ON ZINC WEIGHTS FOR STEEL RIM
MODEL NO.: ZN-189B

UNIVERAL CLIP-ON WEIGHTS FOR HEAVY TRUCK
MODEL NO.: ZN889

SPECIFICATION
Coated with polymer wheel protector coating for enhance appearance applications.
ZN-179 7N 189/ZN- 1798 ZN- 1898

5G +1G 100 50G +1G 50
10G +1G 100 100G +3G 50
15G +1G 100 150G +3G 25
20G +1G 100 200G +3G 25
25G +2G 100 250G +3G 10
30G +2G 100 300G +3G 10
35G +2G 50 350G +3G 10
40G +2G 50 400G +3G 10
45G +3G 50
50G +3G 50
55G +3G 50
60G +3G 50

UNIVERSAL CLIP-ON LEAD WEIGHTS FOR ALLOY RIM
MODEL NO.: PB529

UNIVERSAL CLIP-ON LEAD WEIGHTS FOR ALLOY RIM
MODEL NO.: PB529B

w00 O0(

UNIVERSAL CLIP-ON LEAD WEIGHTS FOR HEAVY TRUCK
MODEL NO.: PB559

UNIVERSAL CLIP-ON LEAD WEIGHTS FOR STEEL RIM
MODEL NO.: PB539

UNIVERSAL CLIP-ON LEAD WEIGHTS FOR STEEL RIM
MODEL NO.: PB539B

SPECIFICATION
Coated with polymer wheel protector coating for enhance appearance applications.

PB- 529 PB-539/PB-529B PB-539B PB- 559
SIZE TOLERANCE PCS/INNER BOX SIZE TOLERANCE PCS/INNER BOX
50G +1G 50

5G +1G 100

10G +1G 100 100G +3G 50
15G +1G 100 150G +3G 25
20G +1G 100 200G +3G 25
25G +2G 100 250G +3G 10
30G +2G 100 300G +3G 10
35G +2G 50 350G +3G 10
40G +2G 50 400G +3G 10
45G +3G 50

50G +3G 50

55G +3G 50

60G +3G 50
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HYDRAULIC BOTTLE JACH HYDRAULIC BOTTLE JACH

PL-JB?0201 PL-JB?0301 PL-JB?0401 PL-JB?0501 PL-JB?21501 PL-JB91601 PL-JB92001

i, TR

50 oM
Hydraulic Jack

cauTION

PL-JB20601 PL-JB?0801 PL-JB?1001 PL-JB91201 PL-JB93001 PL-JB93201 PL-JB935001

d/_)_.r% Gy
26D LES
SPECIFICATION CE"“”“ == SPECIFICATION cewme

MODEL LIFTING WT ~ MIN. H LIFTING. H ADJUST.H MAX.H NETWT GRWT/C MEASUREMENT QUANTITY QTY/20'CY MODEL LIFTING WT ~ MIN. H LIFTING.H ADJUST.H MAX.H NETWT GR WT/C MEASUREMENT QUANTITY QTY/20'CY
PL-JB20201 21 158mm 20mm 60mm 308mm  2.2KG 24KG 52X25.5X19cm 10PCS 6250 PL-JB?1501 15T 225mm  140mm 60mm 425mm  7.6KG  16.5KG  31.5X17X24.5cm 2PCS 1460
PL-JB20301 3T 195mm  125mm 60mm 380mm  3.1KG 27KG  46X26.5X22.5cm 8PCS 4600 PL-JB?1601 16T 225mm  140mm 60mm 425mm  7.6KG  16.5KG  31.5X17X24.5cm 2PCS 1460
PL-JB20401 47 180mm  110mm 60mm 350mm  3.2KG 27KG  46X26.5X20.5cm 8PCS 4600 PL-JB92001 20T 244mm  145mm 60mm 449mm  9.9KG 22KG  34.5X19.5X27cm 2PCS 1400
PL-JB90501 5T 197mm  125mm 60mm 382mm  4.1KG 27KG  37X27.5X22.5cm 6PCS 3500 PL-JB93001 30T 285mm  180mm / 465mm  13.4KG 30KG 37.5X19X31cm 2PCS 970
PL-JB20601 6T 197mm  125mm 60mm 382mm  4.1KG 27KG  37X27.5X22.5cm 6PCS 3500 PL-JB93201 32T 285mm  180mm / 465mm  22KG 23KG 23X19X31cm 1PCS 480
PL-JB20801 87 205mm  125mm 60mm 390mm  4.9KG 22KG  29.5X27.5X22.5cm  4PCS 2430 PL-JB?35001 50T 300mm  180mm / 480mm  30KG 31KG 24X22X32cm 1PCS 480
PL-JB91001 10T 205mm  125mm 60mm 390mm  5.5KG 24KG  30.5X29.5X24cm 4PCS 2210

PL-JB91201 12T 215mm  125mm 60mm 400mm  6.5KG 14.5KG  30.5X16.5X24cm 2PCS 1800



FLOOR JACH FLOOR JACH

PL-JF90201/PL-JF90202 C€+ @S PL-JF90203/PL-JF90204 C€% @S PL-JF90206 PL-JF90207

Blow Case

Color Box

PL-JF?0205 (€~ GS PL-JF90301 PL-JF?0302
SPECIFICATION SPECIFICATION
MODEL LIFTING WT ~ MIN. H LIFTING. H PACKAGE MAX.H NETWT GRWT MEASUREMENT QUANTITY QTY/20'CY MODEL LIFTING WT  MIN.H LIFTING.H MAX.H NETWT GRWT MEASUREMENT QUANTITY QTY/20'CY
PL-JF90201 21 125mm  175mm  Blow Case 300mm  6.5KG 7.5KG  45X22.5X14.5cm 1PCS 2400 PL-JF90206 2.25T 135mm  260mm  495mm 31G 33KG 69X38.5X20cm 1PCS 500
PL-JF20202 21 125mm  175mm Color Box 300mm  6.5KG 7.0KG  43X20X13.5cm 1PCS 2600 PL-JF90207 2.75T 135mm  260mm  495mm  31.5KG  33.5KG  69X38.5X20cm 1PCS 500
PL-JF?0203 21 135mm  200mm Blow Case 335mm  8.5KG 9.5KG  48X23.3X15.5cm 1PCS 1900 PL-JF?0301 3T 85mm 400mm  485mm  34KG 36KG 71X38.5X20cm 1PCS 500
PL-JF90204 2T 135mm  200mm Color Box 335mm  8.5KG 9.0KG  45.5X21X14.5cm 1PCS 2100 PL-JF90302 3.5T 135mm  260mm  495mm  38KG 40KG 73X38.5X20cm 1PCS 480

PL-JF20205 2T 85mm 255mm  Color Box 330mm 10KG 11KG 55X23X15cm 1PCS 1500



ALUMINUM FLOOR JACH JACHK STAND

PL-JA90101 (€G> PL-JA90102

(€ 6D PL-JS90301

(€ 6D PL-JS90201

(€~ 6> PL-JA90201 PL-JA90202 (€G> PL-JS90601
SPECIFICATION SPECIFICATION
MODEL  LIFINGWT MIN.H MAX.H NETWT GRWT MEASUREMENT QUANTITY QTY/20'CY MODEL LIFINGWT MIN.H MAX.H NETWT GRWT MEASUREMENT QUANTITY QTY/20'CY
PLJA0101 ~ 3000LBS ~ 85mm  375mm 11.3KG  13KG  64.5X28.5X16cm  1PCS 864 PL-JS90201 Vil 270mm  425mm  50KG  5.5KG  21X19.5X35cm  2PCS 2000
PLJA0102  1.5T 85mm  375mm  127KG  14KG  64.5X28.5X16cm  1PCS 864 PL-JS90301 3r 305mm  450mm  6.5KG  7.0KG  24X20X35cm 2PCS 1650
PL-JA90201  4000LBS ~ 90mm  450mm  19KG  20.5KG  74X33X20cm 1PCS 517 PL-JS90601 61 395mm  625mm  14.5KG  15.5KG  32X27.5X47cm  2PCS 700

PL-JA90202 2.5T 100mm  460mm  25KG 27KG 74X33X20cm 1PCS 517



ENGINE CRANE

ENGINE STAND

L

PL-EC90201 PL-ES90101 PL-ES90102

C € PL-EC90202 PL-EC90201/PL-EC90202 PL-ES90103 PL-ES90104
SPECIFICATION SPECIFICATION
MODEL LIFTING WT LIFTING.H NETWT GR WT MEASUREMENT QUANTITY QTY/20'CY MODEL LIFTING WT MAX.H NETWT GRWT MEASUREMENT QUANTITY QTY/20'CY
PL-EC20101 1T 2000mm 70KG 74KG 137X72X9cm 136X25X16cm 1/2PCS 200 PL-ES90101 750LBS 780mm 19KG 20KG 83X18X19cm 1PCS 800
PL-EC?0201 2T 2000mm 75KG 78KG 145X30X18cm  80.5X58.5X9cm 1/2PCS 220 PL-ES90102 1000LBS 780mm 22KG 23KG 83X18X19cm 1PCS 800
PL-EC90202 2T 2000mm 90KG 96KG 145X30X18cm 80X58.5X9cm 1/2PCS 220 PL-ES?0103 1250LBS 820mm 25KG 26KG 86X21X21cm 1PCS 660

PL-ES90104  2000LBS ~ 810mm 38KG 40KG 92X40X20cm 1PCS 330



TRANSMISSION JACH

PL-EH20101

PL-EH?0103

SPECIFICATION

MODEL
PL-EH?0101

PL-EH90102

PL-EH?0103
PL-EH?0104

CAPACITY
0.5T

0.5T

0.5T
0.5T

MIN. H
1100mm

1200mm

870mm
850mm

MAX. H
1200mm

2000mm

1800mm
1750mm

STROKE
ISTSTAGE ~ 2ND STAGE

/ /
/ /

465mm  465mm
450mm  450mm

GR WT
32KG

40.5KG

86KG
68KG

NET WT
30KG

38KG

80KG
60KG

PL-EH?0104
PACKAGE SIZE  QTY/20'CY
105X25%27cm 392
105X25X27¢cm i

45X24X15cm
55X36X85cm 120
48X29X74cm 276

TRANSMISSION JACH

PL-EL?0102 PL-EL?0103

PL-EL90101

SPECIFICATION
MODEL ~ CAPACITY MIN.H MAX.H GRWT NETWI PACKAGESIZE QTY/20'CY

PL-EL?0101 0.5T 190mm  680mm  47KG 40KG 85x45x23cm 240
PL-EL90102 1T 200mm  760mm 68KG 60KG 94x53x26cm 216
PL-EL20103 1.5T 230mm  890mm  92KG 84KG 99X56X31cm 154



SHOP PRESS MOTORCYCLE LIFT JACH

PL-PS?0601 PL-PS91001 PL-ML90101 PL-ML?0103

PL-PS92001 PL-PS92002 PL-ML90102

C€ C€

SPECIFICATION SPECIFICATION
MODEL ~ CAPACITY ~ WORKING RANGE WIDTH ~ GRWT NETWT PACKAGESIZE QTY/20CY MODEL  CAPACITY MIN.H MAX.H GRWT NETWT PACKAGESIZE BOTTOMSIZE  SALVERSIZE  QTY/20'CY
PL-PS90601 61 0-230mm 320mm  32KG  30KG  95X41X13cm 570 PL-ML90O10T ~ 1500LBS  14émm 420mm  34KG  32KG  89X44X15cm  87X42.5cm 33.5X33cm 480
PL-PS91001 107 0-990mm 400mm  60KG  58KG  150X24X16cm 340 PL-ML90102 ~ 1500LBS  127mm  390mm  36KG  34KG  89X44X15cm  87X42.5cm 33.5X33cm 480
PL-PS92001 20T 0-750mm 460mm  74KG  72KG  158X26X18cm 300 PL-ML90103 ~ 1500LBS ~ 120mm 550mm  61KG ~ 50KG ~ 116X68X15cm  87X42.5cm 40.5X38cm 240

PL-PS$92002 20T 0-1030mm 530mm 87KG 85KG 150X28X19cm 230



MOTORCYCLE SUPPORT STAND MOTORCYCLE LIFT TABLE

PL-MTO3

PL-MS90101 PL-MS20102

PNEUMATIC
PL-MTO4
PL-MS?0103 PL-MS?0104 PL-MTOS
SPECIFICATION SPECIFICATION
MODEL ~ CAPACITY HEIGHT ~ TYREDIA TYREWIDTH  WIDTH ~ GRWT NETWT PACKAGESIZE QTY/20'CY MODEL ~ CAPACITY MIN.H MAX.H GRWT NETWT PACKAGESIZE BOTTOMSIZE  SALVERSIZE  QTY/20'CY
PL-MS90101 ~ 400KG ~ 400mm / / 260-360mm  50KG  4.5KG  43X43X12cm 1235 PL-MTO3 ~ 800LBS  180mm  680mm  126KG  104KG  198X58X26cm  190X53cm 42X53cm 80
PL-MS90102  80OLBS / / / / 19KG  15KG  76X62X49cm 216 PL-MTO4  1000LBS  180mm 780mm  148KG  123KG  217X61X28cm  206X55cm 60X55cm 72
PL-MS90103 / / 16"-18"  110-130mm / 13KG 11KG  71X49X19cm 420 PLMTO5 ~ 1000LBS ~ 220mm  760mm  160KG  135KG  206X74X28cm  200X60cm 60X60cm 56

PL-MS90104 / / 18" 110-130mm / 10.5KG  9.5KG 66X48X19cm 520



ENGINE LEVELER

PL-LE90101

SPECIFICATION

MODEL  CAPACITY GRWT NETWT PACKAGESIZE QTY/20'CY
PL-LE90101 0.5T 48KG  45KkG  68X24X8cm 1950

SPRING COMPREESOR

PL-TO2 PL-TO3

SPECIFICATION
MODEL ~ CAPACITY MAX WORKING HEIGHT RAMLRAVEL GRWT NETWT PACKAGESIZE QTY/20'CY
PL-T02 T 250mm 110mm  24KG  22KG  66X29X17cm 720
PL-T03 T 590mm 330mm  35KG  32KG  117X290X23cm 350

TRCHK OIL DRAIN

PL-DO90101

SPECIFICATION

MODEL CONTENTS GRWT NETWT PACKAGESIZE QTY/20'CY
PL-DO90101  10GALLON 15KG 13.5KG 83X46X16cm 430

HYDRAULIC VEHICLE
POSITIONING JACHK

PL-PV90101 PL-PV90102

SPECIFICATION
MODEL  CAPACITY RIMWIDTH GRWT NETWT PACKAGESIZE QTY/20'CY
PL-PV90I01  1500LBS ~ 12INCH  19KG  18KG  68X62X22cm 300
PL-PV90102  1500LBS 9 INCH 18KG  17KG  62X62X22cm 324



	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	封面正稿
	Page 1

	扉页
	Page 1

	P23-P34.pdf
	Page 1
	Page 2
	Page 3
	Page 4
	5: 后插右P
	6: 后插2P

	封面正稿
	Page 1
	Page 2

	大通
	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8




